
    

 

 

JAIN CHEM, LTD 
Ulterion International, LLC. 

200 Tanner Drive 
Taylors, SC 29687 

Phone: (864) 609-0910 
Fax: (864) 331-4264 
www.ulterion.com 

 

 

TECHNICAL BULLETIN 

 

 
The information contained herein is thought to be accurate in all aspects; however, the applications for these products mentioned are presented without guarantee or responsibility as to the 
suitability of our products whether used singly or in combination with other products. Nothing herein is to be taken as a license to operate under or as a recommendation to infringe any patents. 
The products are sold without warranty, expressed or implied, and are purchased at buyer’s risk. 

Product Description 
   
Ulterion® 1000 NP is a polyacrylamide 
polymer supplied as a powder that can be 
dissolved easily to form a 1-2% solution that 
has a wide range of uses in textile processing. 
 
Applications 
 
Warp Sizing/Desizing 
Ulterion® 1000 NP promotes more uniform 
size pickup in sizing formulations.  The 
additions of Ulterion® 1000 NP into desizing 
formulations also allows for more uniform size 
removal. 
 
Bleaching/Dyeing/Finishing 
Ulterion® 1000 NP promotes more uniform 
bleach pickup during bleaching process.   
Ulterion® 1000 NP promotes better dye pickup 
and improved leveling in Indigo.   
 
Lubrication  
Ulterion® 1000 NP acts as a Jet Dye bath 
lubricant as well as lubricant for other Dye 
baths.  Ulterion® 1000 NP promotes adhesion 
of the processing bath to fabric. Creasing and 
Chafe marks can be reduced by the products 
ability to reduce the coefficient of friction at 
the fabrics surface. A bath concentration of 1.5 
g/L solid polymer is recommended. Addition 
should occur early in the bath. Ulterion® 1000 
NP controls friction with most fibers including 
polyester/cotton.  
 
 
 
 

ULTERION® 1000 NP 
TEXTILE LUBRICANT  

Typical Properties 
 
Appearance White to off-white 

free flowing powder 
Solution Appearance Slightly Hazy 

Solution 
Ionic Nature  Nonionic 
Dry Content, wt % 88 min.  
UL Viscosity, cPs 3.8 - 4.4 
 
Handling/Storage Stability 
 
Preparation 
One to two per cent solutions of Ulterion® 
1000 NP can be prepared by dissolving the 
polymer in hot water (80°C) with continuous 
agitation. Wetting the polymer particles with 
a water-soluble solvent like methanol can be 
helpful before contact with the dissolving 
medium. A small amount of bactericide 
should be included to the polymeric solution. 
 
Product Safety 
 
Ulterion® 1000 NP will become very slick if 
it comes in contact with water. Placing the 
product into a container and washing the 
surface until it is no longer slick should 
remove spills. 
 
When considering the use of Ulterion 
products, please refer to the latest Safety Data 
Sheets (SDS) and ensure that the intended use 
can be accomplished safely. If you require an 
SDS for this product, please contact your 
Ulterion Representative.  
 

PERFORMANCE FEATURES 
 
• Sizing Additive 
• Desize Additive 
• Dye leveling 
• Dye Lubricant 

MARKET USES 
 
• Textile Warp Sizing 
• Textile Desizing 
• Textile Bleaching 
• Textile Dyeing Finishing 

 


